I_zS Rod ends for hydraulic components
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Sliding contact surfaces: Steel / Steel
Bearing Dimensions mm | |oad ratings kN Weight
number d B dy Cs d; h Iz re a’ =kg
2 Dynamic [ Static
SF15ES 15 12 22 16 45 31 53.5 0.3 5 16 53 0.22
SF1BES 16 14 25 17.5 45 a5 59 0.3 10 21 58 0.29
SF17ES 17 14 25 17.5 45 35 59 0.3 10 21 53 0.28
SF20ES 20 16 29 19 50 38 63 0.3 a 30 &7 0.36
SF25ES 25 20 355 23 55 45 725 0.6 7 45 (2] 0.53
SF30ES 30 22 407 25 65 51 B35 0.6 [ 62 115 0.85
SF35ES 35 25 A7 30 B3 81 1025 0.6 (] 74 196 150
SF40ES 40 28 53 35 100 69 18 0.6 T a3 305 242
SF45ES 45 32 &0 40 110 hr 132 0.8 T 127 386 3.39
SFS0ES 50 35 66 40 123 a8 148.5 0.8 L] 156 441 424
SFEOES &0 44 80 50 140 100 170 1 ] 245 570 7.10
SFTOES o 43 92 55 164 115 197 1 6 33 724 10.7
SFE0ES a0 55 105 &0 180 141 231 ] 400 a04 151
SFa0ES a0 &0 15 65 226 180 2683 5 458 1340 234
SE100ES 100 70 130 70 2500 170 295 7 607 1516 131
SF110ES 110 70 140 &0 295 185 3325 ] 654 2340 48.5
SF120ES 120 85 160 a0 360 210 380 G 450 3210 7.5

Can supply rod ends with maintenance-free spherical plain bearing.




