NACHi

M Pillow Block Units

UCPA type

With set screws

Cylindrical bore
Shaft dia.: 12~50mm
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ﬁn Boundary dimensions (mm) Bearings ST
dy Unit Na. Mo Basic load rating (N) Housing No. 'Tkll
(mm) H L A d G1 [ Hq Hz B H ' or Cor
12 UCPA201 | 30.2 Fi:] 38 52 M10x1.5 12 8 62 31 127 uc201 12800 6600 PA204 0.58
15 UCPA202 @ 302 76 38 52 M10x1.5 12 8 62 3 127 uczo2 12800 6600 PAZ04 0.57
17 UCPAZ203 30.2 76 38 52 M10x1.5 12 8 62 31 12.7 uczo3 12800 6600 PAZ204 0.56
20 UCPA204 302 76 38 52 M10x1.5 12 8 62 3 127 ucz2o04 12800 6600 PA2D4 0.54
25 UCPA205 = 365 84 38 56 M10x1.5 15 10 72 34 14.3 ucz20s 14000 7900 PAZ205 0.73
30 | UCPA206 | 429 94 48 66 M14x2 18 10 84 38.1 15.9 uc208 19600 11300 PA206 1.1
35 | UCPA207 & 476 110 48 80 M14x2 20 12 a5 429 | 175 uc207 25900 15400 PA20T 1.63
40 UCPA208 @ 492 116 54 84 Mi4x2 20 12 100 49.2 19 uczos 28300 17900 PA208 1.85
45 UCPAZ209 54.2 120 54 90 MM14 X2 25 12 108 49.2 19 ucao9 33000 20500 PA209 2.11
50 UCPA210 | 572 130 60 94 Mi6x2 25 14 116 51.6 19 uczio 35500 23200 PA210 2.52

Remark: Grease nipple: 1/4-28UNF
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